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Cast iron GG25 swing check valve

Flanged ends according EN1092-2 PN16 (ex DIN2533)

Lengths according EN558-1 series 48 (ex DIN3202 F6) 7 2)
Design according EN12334

Testing according AP1598

Metal seat

Gost compliant

PN16

Working conditions:
e Water: 0C to +100C
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N. Part Material Norm @

1 Body Cast iron GG25 8 .

2 Seat Brass - “ 7

3 Trim Brass - 7

4 Disc Cast iron GG25 6

5 Nut Carbon steel -

6 Hanger Cast iron GG25 @

7 Hanger pin Carbon steel - a—1 W

8 Gasket NBR - 3

9 Bolt + nut Zinc pl. carb. steel -

10 Bonnet Cast iron GG25 2 A
1
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PN (mm)_(mm) _(mm) (mm) @mm) mm) (@)
050 [ 165 125 20 4xi8 117 200 18
065 | 185 145 20 4x18 122 240 21
080 | 200 160 22 8x18 140 260 28
100 | 220 180 24 8x18 156 300 36
125 | 250 210 26 8x18 180 350 52 1 -
150 | 285 240 26 8x23 205 400 62 /
200 | 340 295 30 12x23 247 500 108
250 | 405 355 32 12x27 370 600 191
300 | 460 410 32 127 412 700 305 | o ool o \WPWL
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v
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